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This bulletin details a post sale modification, endorsed by N&W to meet the 

needs of the Nestle Accolade project 

It involves the re positioning of the cup turret, 1 cm higher than its original location 

Please note, 

Any field failures as a result of this modification will not be covered in the normal 

warranty terms and conditions 

As part of the modification, a template is available to ensure that the holes are drilled accurately 

Care should be taken to ensure that no damage is made to the cable harnesses during the process of drilling the 
new fixing holes 

Below: The measurement for drilling the new 3.5mm holes (1cm higher) to mount the cup drop unit. 




Modification instructions 



1. Firstly, remove the screws from one side of the cup dropper and attach the drilling template 

2. Position the template in the upper right hand corner of the mounting plate as shown below, with the lower 
three holes of the template aligned with the original three holes on the mounting plate. 
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3. Mark the centres of the upper three holes onto the support bracket using a permanent marker as shown. 

4. Remove the template and using a centre punch, mark the drilling positions for the new holes. 

5. Repeat the process 1 - 4 for the other side of the support bracket. 

6. Remove the cup dispenser completely from its mounting bracket 

7. Drill the new holes taking care not to damage any wiring harness; the use of eye protection is recommended 
when drilling any metalwork. 

7. Re mount the cup dispenser using the upper 6 fixing holes as shown below, 3 on each side. 
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